
High Purity Liquid Handling Products 
for Pharmaceutical & Biotech Industries 
(800) 726-4835  |  www.sani-techwest.com 

Mini Sanitary Tri-Clamp® 
Hose Fitting Specifications 

Style 11/11U 

0.187 DIA

0.984 DIA

1/4" MINI Tri-Clamp

0.227 DIA

0.984 DIA

3/8" MINI Tri-Clamp

0.625 DIA

0.984 DIA

3/4" MINI Tri-Clamp

0.375 DIA

0.984 DIA

1/2" MINI Tri-Clamp

Description 
Mini/Fractional sized style 
sanitary end fitting. 
 
Specifications 
To industry standards, 
interchangeable with all 
standard manufacturer 
designs. 
 
Materials 
■  Type 316L Stainless Steel 
 standard. 
 

■  Polypropylene, PVDF & 
 other materials available 
 by special order. 

Mini Sanitary Specifications Style 11 

Temperature/Pressure rating 
Pressure and temperature ratings of sanitary assemblies 
are dependent upon clamp pressure ratings and gasket 
material temperature ratings. Generally clamps  are 
pressure rated as follows: 
 

Standard Weight Style 
150 PSIG @ 70°F 
125 PSIG @  250°F 
 

Heavy Weight Style 
500 PSIG @ 70°F 
250 PSIG @  250°F 
 

High Pressure Bolt Style 
1500 PSIG @ 70°F 
1200 PSIG @  250°F 

Certain jump sizes may be available. Example: 1/2" hose to 3/4" mini. 

Hose Size 
ID 

(in.) 

Part 
Number Description ID 

(in.) 

Flange 
Diameter 
'D' (in.) 

Overall 
Length 
'A' (in.) 

1/4 160411SKO 1/4" x 1/2" 0.19 0.98 1.30 
3/8 160611SKO 3/8" x 1/2" 0.30 0.98 1.65 
1/2 160811SKO 1/2" x 1/2" 0.40 0.98 1.96 
3/4 381211SKO 3/4" x 3/4" 0.65 0.98 2.08 

Tri-Clamp® is a registered trademark of Alfa Laval Inc. 


